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(54) Titie: JOINT SOCKET FOR A HIP ENDOPROSTHESIS 

(54) Bezeichnung: GELENKPFANNE FUR EINE HUFTENDOPROTHESE 




(57) Abstract: The invention relates to a joint socket for a hip 
endoprosthesis, said socket consisting of a socket shell (18) that 
can be implanted in the hipbone (10) and a socket insert (20) 
for positioning the head of the bone (16). The socket shell (18) 
comprises a receiving region having a conical inner surface, 
into which the socket insert (20) with a spherical outer surface 
is inserted In this way, the socket insert (20) can be clamped in 
the receiving region of the socket shell in a self-locking manner 
in any rotary and tilting position. 

(57) Zusammenfassung: Die Gelenkpfanne einer 
Huftendoprothese besteht aus einer in den Beckenknochen 
(10) implantierbaren Pfannenschale (18) und einem 
Pfanneneinsatz (20) zur Lagerung des Gelenkkopfes (16). 
Die Pfannenschale (18) weist einen Aufnahmeraum mit 
konischer Innenflache auf, in welche der Pfanneneinsatz (20) 
mit einer sphanschen AuBenflache eingesetzt wird. Dadurch 
kann der Pfanneneinsatz (20) in jeder beliebigen Dreh- und 
Kippstellung in dem Aufnahmeraum der Pfannenschale 
selbsthenunend geklenmit weiden. 
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Tjur Erkldrung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird aufdie Erkldnmgen ("Guidance Notes on Co- 
des and Abbreviations ") am Anfang Jeder reguldren Ausgabe der 
PCT-Gazette verwiesen. 



VerofTentliGht: 

— mit intemationalem Rechervhenbericht 



